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appât anti-limaces biocontrôle

IRONMAX® PRO, AMM No. 2160226 - Composition: Ferric Phosphate IPMAX 3 %. Registered brands, authorization to place on market and manufacture: DE SANGOSSE. Please read all labels carefully before use and 
strictly observe all best practices, quantities, conditions for use and safety precautions. Authorized usage, instructions and quantities: please refer to the manual and label and/or www.desangosse.fr and/or www.
phytodata.com. DE SANGOSSE SAS with a capital of EUR 9 828 225 - 300163 896 RCS Agen – Intra-Community VAT No. FR 57 300163 896 DE SANGOSSE - Bonnel - 47480 PONT DU CASSE Authorization No. AQ01561 for 
the distribution of plant production products for professional use. July 2016 – Cancels and replaces any previous version. Current updated version of product factsheets available from www.ciblage-anti-limaces.fr 

P R O D U C T S  F O R  P R O F E S S I O N A L S :  U S E  P L A N T  P R O T E C T I O N  P R O D U C T S  W I T H  C A R E . 
B E F O R E  U S E ,  P L E A S E  R E A D  L A B E L S  A N D  P R O D U C T  I N F O R M A T I O N .

Rotaflow RS-L / RS-XL 77302 / RS-EDW 77402 12 M   
Réglages 

Régime de prise de force 540  
 
 

Régime disques 540 
Inclinaison épandeur Horizontal 

Kit bas volume oui 
GEOpoint 6,5 mtr  

EPANDAGE DE BORDURE Réglages environnement Réglages rendement 
Régime prise de force 445 535 

Régime disques 450 540 
TrimFlow position UP 7 

Rotaflow RS-L / RS-XL 77302 / RS-EDW 77402 12 M   
Réglages 

Régime de prise de force 540  
 
 

Régime disques 540 
Inclinaison épandeur Horizontal 

Kit bas volume oui 
GEOpoint 6,5 mtr  

EPANDAGE DE BORDURE Réglages environnement Réglages rendement 
Régime prise de force 445 535 

Régime disques 450 540 
TrimFlow position UP 7 

RotaFlow RS-L / RS-XL 77302 / RS-EDW 77402 12M

Settings

PTO speed 540

Disc speed 540

Spreader angle Horizontal

Low-volume kit Yes

GEOpoint 6.5 m

FIELD-EDGE SPREADING Eco settings Yield settings

PTO speed 445 535

Disc speed 450 540

TrimFlow position UP 7

Application rate (kg/hectare)


